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Ogólna 
charakterystyka  
wyrobów 

Kasetony dekoracyjne wytwarzane są z polistyrenu ekspandowanego (EPS), w technologii wtrysku. 
Technologia ta pozwala na uzyskanie różnorodnych wzorów, dekorów na powierzchni wyrobów. Kasetony 
stykowe i zakładkowe produkowane są w rozmiarach 500x500mm i grubości ok. 8-15mm, pakowane w 
paczki po 8 szt. (2m2) 

Typy wyrobu 
Kasetony EPS dzielą się na 2 rodzaje: 
- kasetony stykowe (brzegi wyrobów są płaskie i łączone między sobą na styk) 
- kasetony zakładkowe (brzegi wyrobów zachodzą na siebie i łączone są między sobą na zakładkę) 

Skład 
materiałowy Polistyren ekspandowany EPS 

Przeznaczenie 
i zakres 
stosowania 

Kasetony dekoracyjne, przeznaczone są do stosowania wewnątrz pomieszczeń domowych, gdzie należy je 
montować do ścian i sufitów za pomocą klejów z grupy TITAN® produkcji MARBET Sp. z o.o. Wyroby 
należy mocować z dala od źródeł ciepła. Nie są odporne na działanie rozpuszczalników organicznych 
takich jak: aceton, benzen, nitro,  benzyna  itp. Można malować farbami na bazie wody. 

Kolor 
wykończenia Kasetony EPS dostępne są w kolorze białym 

Sposób 
pakowania 

Kasetony pakowane są w worki foliowe oraz zbiorczo do kartonu  

Przechowywanie   
i transport 

Wyroby, powinny być przechowywane i transportowane w oryginalnych opakowaniach producenta 
składowane z daleka od źródeł otwartego ognia, pod zadaszeniem.  

 
W każdym opakowaniu powinna znajdować się etykieta, podająca co najmniej następujące dane: 
- nazwę i adres producenta, 
- nazwę handlową,  
- symbol wyrobu, 

Wskazówki 
montażowe 

Podłoże musi być wyrównane, suche, oczyszczone z kurzu i tłustych zabrudzeń. Stare łuszczące się powłoki 
malarskie i spękany gips należy usunąć. Ubytki uzupełnić masą szpachlową, gipsem lub zaprawą. Podłoże 
kruszące się lub pyliste należy zagruntować emulsją gruntującą. Wyroby należy układać po upływie 
minimum miesiąca od daty produkcji podanej na opakowaniu. 

Montaż kasetonów stykowych i zakładkowych 
Wyznaczanie środka sufitu. Aby osiągnąć efekt równomiernego rozłożenia kasetonów na powierzchni sufitu 
należny wyznaczyć jego środek rozciągając wzdłuż przekątnych sufitu dwa sznurki (1). Przez wyznaczony 
środek poprowadzić dwie linie prostopadle do ścian, dzieląc sufit na cztery równe części (2). Pokryć tylna 
powierzchnię kasetonu warstwą kleju szpachlowego TITAN®PLUS (3). Pierwszy kaseton z naniesionym 
klejem ułożyć na suficie (4). Podczas przyklejania należy odpowiednio mocno docisnąć kaseton, zwracając 
jednocześnie uwagę aby nie uszkodzić powierzchni. Następnie kasetony naklejać równoległymi rzędami 
pamiętając o dokładnym doklejeniu krawędzi stykających się kasetonów (5). Kasetony można malować 
farbami na bazie wody. 

 

Bezpieczeństwo 

Produkt nie jest zabawką i powinien być montowany przez osoby dorosłe lub niepełnoletnie pod nadzorem. 
Użytkowanie produktu przez dzieci oraz osoby podatne na zagrożenia poza opisanym przeznaczeniem może 
zagrozić zdrowiu lub życiu tych osób i za takie działanie wyłączną odpowiedzialność ponosi opiekun lub 
rodzic dziecka. Podczas montażu i użytkowania należy przestrzegać ogólnych zasad BHP. 
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Produkt należy trzymać z dala od źródeł ciepła. 
Uwaga! Polistyren podczas spalania wydziela toksyczne oraz drażniące gazy, dymy, a także sadzę. 

Warunki 
użytkowania 

Panele użytkować zgodnie z przeznaczeniem w temperaturze 15÷28°C i wilgotności względnej powietrza 
40÷60%. 

Oddziaływanie 
wyrobu na inne 
produkty 

Nie dotyczy 

Oddziaływanie 
innych 
produktów na 
wyrób 

Nie dotyczy 

Dokumenty 
odniesienia 

Krajowa Ocena Techniczna ITB-KOT-2019/0730 wydanie 1 
Krajowa Deklaracja Właściwości Użytkowych nr KDWU/KOT-0730/1/2019   – KASETONY              

 

 



 
Karta Techniczna Wyrobu Kasetony EPS stykowe i zakładkowe / 
Product Data Sheet for EPS buƫng and overlapping ceiling Ɵles 

KTW/D/10/2025 
Updated on: 02/06/2025  

Prepared by: Product Implementation Specialist 

 

This product data sheet replaces previous versions. 

 

Marbet Sp. z o. o. 
Chochołowska Street 28 
43-346 Bielsko-Biała 

www.sklep-marbetdesign.com 
www.marbetdesign.com 

www.marbet.com.pl 

e-mail: bok@marbet.com.pl 
tel. (+48) 33 812 72 12 to 14 

 

EN 

General  
characterisƟcs of 
the products 

DecoraƟve ceiling Ɵles are made of expanded polystyrene (EPS) using injecƟon molding technology. This 
technology allows for the creaƟon of a variety of paƩerns and decoraƟve features on the product's surface. 
Joint and overlap panels are produced in sizes of 500x500mm and approximately 8-15mm thick, packaged 
in packs of 8 (2m² ) . 

Product types 
EPS ceiling Ɵles are divided into 2 types: 
- buƫng ceiling Ɵles (the edges of the products are flat and buƩ-jointed) 
- overlapping ceiling Ɵles (the edges of the products overlap and are joined with an overlap) 

Material 
composiƟon 

Expanded polystyrene EPS 

Purpose  
and scope of 
applicaƟon 

DecoraƟve ceiling Ɵles are intended for indoor use, where they should be mounted to walls and ceilings 
using TITAN® adhesives manufactured by MARBET Sp. z o.o. These products should be installed away 
from heat sources. They are not resistant to organic solvents such as acetone, benzene, nitro, gasoline, 
etc. They can be painted with water-based paints. 

Finish color EPS ceiling Ɵles are available in white. 

Packaging 
method 

The ceiling Ɵles are packed in plasƟc bags and collecƟvely in a cardboard box. 

Storage  
and 
transportaƟon 

Products should be stored and transported in the manufacturer's original packaging, away from open 
flames, under cover. 

 
Each package should contain a label providing at least the following informaƟon: 
- name and address of the manufacturer, 
- trade name,  
- product symbol, 

Assembly 
instrucƟons 

The substrate must be level, dry, and free of dust and grease. Old, flaking paint and cracked plaster should 
be removed. Any gaps should be filled with filler, plaster, or mortar. Crumbling or dusty substrates should 
be primed with a primer emulsion. Products should be installed at least one month aŌer the producƟon 
date indicated on the packaging. 

InstallaƟon of buƫng and overlapping ceiling Ɵles 
Marking the ceiling center. To achieve an even distribuƟon of the ceiling Ɵles on the ceiling surface, mark 
its center by stretching two strings along the ceiling diagonals (1). Through this center, draw two lines 
perpendicular to the walls, dividing the ceiling into four equal secƟons (2). Cover the back of the panel with 
a layer of TITAN®PLUS filler (3). Place the first ceiling Ɵle with the adhesive applied on the ceiling (4). Press 
the ceiling Ɵle firmly while gluing, taking care not to damage the surface. Then, glue the ceiling Ɵles in 
parallel rows, ensuring that the edges of the ceiling Ɵles are properly aligned (5). The ceiling Ɵles can be 
painted with water-based paints. 

 

Security 
This product is not a toy and should be assembled by adults or minors under supervision. Use of the product 
by children or vulnerable individuals outside of its intended use may pose a risk to their health or life, and 
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the child's guardian or parent is solely responsible for such acƟons. General occupaƟonal health and safety 
regulaƟons must be observed during assembly and use. 
Keep the product away from heat sources. 
Warning! When burned, polystyrene releases toxic and irritaƟng gases, smoke, and soot. 

Terms of Use Use the panels as intended at a temperature of 15÷28°C and relaƟve air humidity of 40÷60%. 

Impact of the 
product on other 
products 

Not applicable 

Impact of other 
products on the 
product 

Not applicable 

Reference 
documents 

NaƟonal Technical Assessment ITB-KOT-2019/0730 ediƟon 1 
NaƟonal DeclaraƟon of Performance No. KDWU/KOT-0730/1/2019 – PANELS  

 

 


